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il

11 silos orizzontale della Primerano Srl, €
una vasca di riempimento per sansa di olive,
costruita interamente in acciaio inox, e
strutturata da un telaio di tubolari. Al suo
interno si trova un mescolatore rompiponte
ed una coclea che direziona la sansa verso il
punto di uscita. Per il carico o lo scarico ¢
previsto un sistema di coclee o pompe che
permette lo spostamento del prodotto. I dati
tecnici del Silos Orizzontale possono varia-
re a seconda del bisogno del cliente.

S

The horizontal silos of Primerano Srl, is a
filling tank for olive pomace, built entirely of
stainless steel, and structured by a tubular
frame. Inside is a mixer and an auger which
directs the pomace towards the exit point. For
the loading or unloading is provided a system
of augers or pumps that allows movement of
the product. The technical data of the Hori-
zontal Silos may vary depending on customer
need.

Dati tecnici / Technical data

LUNGHEZZA - LENGHT % 12 MT
LARGHEZZA-WIDT 24MT

ALTEZZA 24MT

POTENZA ELETTRICA - ELECTRIC POWER 4 KW

PESO - WEIGHT 200 KG

VOLTAGGIO - MAIN POWER 380/400V.

MATERIALE DI COSTRUZIONE—MATERIAL OF CONSTRUCTION ACCIAIO INOX - STAINLESS STEEL




